
Stowaway/Trekker	ASSEMBLY	MANUAL	
	
Step	1:	Unpack	all	items	and	remove	the	packaging	materials.	Unfold	the	frame	and	tighten	hinge	QR.	
	
Step	2:	Putting	the	front	wheels	on.	You	will	have	to	put	the	wheel	assembly	into	the	frame.	Start	with	the	
left	side.	Remove	the	double-sided	accessory	mount	from	the	Kingpin.	
	

	
	
Take	the	upper	Bearing	Race	and	parts	from	the	king	pin,	just	leaving	the	one	at	the	bottom.	
	

	
	
Put	the	kingpin	through	the	frame,	then	put	the	Upper	Bearing	parts	back	on	the	top	of	the	kingpin.	
	

	 	



Next	place	the	fender	on	top	of	the	kingpin	followed	by	the	double-sided	accessory	mount	(Left	Side)	or	
the	cap	and	bolt	(right	side).	Tighten	the	double-sided	accessory	mount	using	a	5	mm	wrench.	The	fatter	
end	of	this	accessory	mount	faces	outward.	It	is	important	on	this	step	that	you	tighten	it	all	the	way	to	
make	sure	the	lower	bearing	race	is	seated	inside	the	bearing	cup	on	the	frame.	You	want	to	make	this	
snug	but	you	don’t	have	to	torque	the	bolt	down.	Replace	the	rubber	plug	on	top	.	Center	the	fender	on	
the	wheel	and	then	tighten	the	bolt	on	the	side	of	the	fender	using	a	5mm	Allen	Wrench	
	

	
	
Repeat	this	on	the	Right	Side,	although	the	right	side	has	a	cap	and	bolt	instead	of	an	accessory	mount	
	

	
		
Lastly	attach	the	end	of	the	tie	rod	on	top	of	the	RH	steering	bar	using	a	6mm	allen	wrench	and	a	13mm	
wrench.	
	

	



Repeat	for	the	LH	Bar-	please	note	the	LH	Bar	attaches	to	the	underside.	
	
Step	3:	Install	the	Rear	Derailleur,	Rear	Fender,	Rear	Wheel,	and	Seat	QR	Skewer	
	
It	is	important	to	install	the	rear	fender	before	the	rear	wheel	as	once	the	wheel	is	installed	you	cannot	
tighten	the	front	fender	bolt.	The	bolts	are	already	installed	on	the	trike.	
	
Using	a	5	mm	allen	wrench	install	the	rear	derailleur	into	the	Silver	Derailleur	Hanger.	Make	sure	you	are	
going	in	straight	so	you	don’t	strip	the	threads.	It	is	important	the	the	“B”	Screw	on	the	Derailleur	goes	on	
the	notch	in	the	derailleur	hanger.	
	
Attach	the	front	of	the	rear	fender.	The	Bolt,	Washer	and	Nut	are	already	installed.	You	will	need	a	3mm	
allen	wrench	and	a	8mm	or	adjustable	wrench.		Lastly	attach	the	fender	wires	to	both	sides	of	the	frame	
as	shown	in	the	pictures	using	a	5	mm	Allen	Wrench.	.	Install	the	rear	wheel	and	tighten	with	Quick	
Release.	Install	the	seat	QR	Skewer	into	the	frame	as	shown	in	picture.	
	

	
	

	
	



Step	4:		Installing	the	rear	rack.	
	
The	rear	rack	gets	attached	by	means	of	2	rods	that	go	from	the	rack	to	the	frame	support	as	well	as	2	
bolts/washer/nuts	that	attach	to	the	holes	in	the	dropouts.		The	rack	goes	on	the	outside	of	the	frame.	
You	will	have	to	stretch	the	rack	a	little	to	open	it	up,	Usually	we	just	install	one	side	,	and	then	stretch	the	
other	side	over	the	frame.	You	will	need	a	5	mm	allen	wrench	and	a	10	mm	(or	adjustable	wrench)	for	the	
rack	to	the	frame	attachment,		For	the	rod	attachment	you	will	need	a	3mm	Allen	wrench	and	an	8	MM	
Allen	Wrench	(or	adjustable	wrench)	for	the	rack	rod	attachment	to	the	frame.	The	Rack	Rods	go	through	
the	Silver	Piece	on	the	rack	and	get	tightened	with	a	10mm	wrench.	For	Stowaways,	you	want	to	use	the	
rack	in	its	shortest	configuration	in	the	first	hole.		
	

	
	
	
	
	



Step	5:	Seat	Assembly	
	
Put	the	seat	cover	on	the	seat.	The	covers	are	tight	when	they	are	new	but	they	will	stretch.	Here	are	
some	tips	though	to	get	your	cover	on	the	seat	frame.	First	put	the	top	of	the	cover	on	the	seat	frame.	
Then	put	one	side	of	the	bottom	on,	For	the	remaining	bottom	side	turn	the	seat	cover	inside	out	and	
then	you	should	be	able	to	flip	it	up	over	the	seat	frame.		When	you	are	attaching	the	buckles/straps,	start	
at	the	top.	When	you	get	close	to	the	seat	bottom	where	it	makes	a	turn-	these	are	the	hardest	straps	to	
tighten.	The	trick	is	to	make	sure	you	are	working	the	seat	cover	over	the	sides	of	the	seat	frame	at	the	
same	time	you	are	tightening	the	strap.	Sometimes	it	is	also	helpful	to	go	back	and	tighten	the	previous	
one	you	did.	
	
Attach	the	seat	frame	to	the	Trike,	There	are	3	height	adjustments	at	the	bottom.	For	most	people	we	
recommend	the	middle	position.	Put	the	seat	bottom	in	and	tighten	the	Skewer	slightly.	For	the	seat	back	
there	are	4	angle	positions.	For	most	people	we	recommend	one	of	the	middle	positions.	
You	can	go	ahead	and	tighten	the	seat	back	skewer	fully	and	then	tighten	the	lower	skewer	fully.	
	

	

	



Step	6:		Boom	and	Chain	Adjustment	
The	Boom	is	shipped	pushed	in	and	at	a	90	degree	angle.	Loosen	the	Boom	Bolts	fully	using	a	6	mm	Allen	
Wrench	and		turn	the	boom	so	that	the	derailleur	post	is	perpendicular	to	the	ground	and	retighten	
slightly	for	now.	Next	you	will	install	the	pedals	using	either	a	pedal	wrench	or	a	15mm	or	5/8”	Wrench.	
Please	remember	the	Left	Pedal	has	reverse	threads-	tightens	counter	clockwise!	To	adjust	the	boom	
length,	loosen	the	boom	bolts	again,	put	one	of	the	pedals	in	its	farthest	position	away	from	the	seat	and	
sit	on	the	seat.	When	it	is	at	the	correct	length	your	heel	should	just	barely	touch	the	pedal-	this	means	
when	your	toe	is	on	it,	you	will	have	a	slight	knee	bend.	Tighten	the	Boom	Bolts	fully.	There	is	a	slot	
under	the	frame	where	you	can	see	the	boom.	Check	to	make	sure	you	have	at	least	an	inch	of	boom	
behind	the	rear	bolt.	If	you	do	not,	then	you	need	to	order	a	long	boom.	
	
Once	your	boom	is	adjusted	its	time	to	adjust	the	chain	length.	We	give	you	some	extra	chain	and	a	
master	link	in	your	parts	package.	If	you	are	unsure	how	to	lengthen	or	shorten	chains	using	a	chain	tool,	
there	are	many	You	Tube	Videos	explaining	how	to	do	it.	For	the	correct	length-	the	easiest	way	to	do	this	
is	to	put	the	front	crankset	in	the	middle	chain	ring	(the	small	one	if	it	is	a	double	crankset)	and	then	put	
it	in	gear	5	in	the	rear.	When	you	have	the	correct	chain	length	the	derailleur	cage	will	hang	at	about	6:30	
–	just	left	of	vertical.		
	
Last	step	is	to	lubricate	the	chain-	any	brand	of	chain	lube	works	fine	but	make	sure	it	is	chain	lube-	not	
something	like	WD40.		This	not	only	lubricates	the	chain	but	also	the	chain	tubes	and	the	idler	pulley.	
	

	
	
Final	Steps:	
Install	the	rear	light,	water	bottle	cage	(on	the	frame	behind	the	seat	on	a	Stowaway,	on	the	Seat	Frame	
on	a	Trekker),	and	the	mirror.	The	Trike	was	fully	adjusted	when	we	shipped	it,	but	new	cables	always	
stretch	a	bit	so	be	aware	that	it	my	need	a	little	adjustment.	Call	if	unsure	how	to	do	this.	Inflate	the	tires-	
all	Stowaway	and	Trekker	models	use	Presta	Valves.		We	usually	put	about	75PSI	in	them	to	begin	with,	
You	can	always	adjust	the	pressure	a	little	more	or	a	little	less	according	to	your	liking.	If	your	Trike	has	
Schwalbe	Big	Apple	Tires-	we	recommend	about	55PSI.	
	
You	are	ready	to	ride!!	
	


